
Matrix Modifier Formulation

100 ml 250 ml 500 ml

Magnesium Nitrate 2% Mg in 5% HNO3 140-003-031 140-003-032 140-003-035

Palladium Nitrate 0.2% Pd in 5% HNO3 140-003-061 140-003-062 140-003-065

Palladium Nitrate 2% Pd in 5% HNO3 140-003-091 140-003-092 140-003-095

Calcium Nitrate 2% Ca in 5% HNO3 140-003-121 140-003-122 140-003-125

Ammonium Phosphate 40% W/V in 2% HNO3 140-003-151 140-003-152 140-003-155

Ammonium Nitrate 5% W/V in 2% HNO3 140-003-181 140-003-182 140-003-185

Nickel Nitrate 5% Ni in 5% HNO3 140-003-211 140-003-212 140-003-215

Ionization Buffers

Cesium Chloride 1% Cs in 2% HCl 140-003-241 140-003-242 140-003-245

Cesium Nitrate 1% Cs in 2% HNO3 140-003-271 140-003-272 140-003-275

Lithium Chloride 2% Li in 2% HCl 140-003-301 140-003-302 140-003-305

Lithium Nitrate 2% Li in 2% HNO3 140-003-331 140-003-332 140-003-335

Potassium Chloride 1% K in 2% HCl 140-003-361 140-003-362 140-003-365

Potassium Nitrate 1% K in 2% HNO3 140-003-391 140-003-392 140-003-395

Releasing Agents

Lanthanum Chloride 5% La in 5% HCl 140-003-421 140-003-422 140-003-425

Lanthanum Nitrate 5% La in 5% HNO3 140-003-451 140-003-452 140-003-455

Catalog Number

atrtt irr xii Modidd fii ieff ree s rr allll ow thtt e optt mizii a iioii n of anal ttitt cal condidd titt oii ns to

provide better GFAAFF instrument rr response and better detection

limits. All used products are availabvv le in addition to

custom forff mrr ulations.

  Prepared from 99.999% pure starting 

materials.

  Matrix Modifier , Ionization Buffers and 

Releasing Agents are available.

  Complete Certificate of Analysis listing the

actual concentration and the level of metallic 

impurities. 

  Custom formulations available.

  Extremely low level of metallic impurities in 

the final solution.

  Complete selection of products. Save time & 

labor by purchasing prepared reagents.

  Complete documentation for audit purposes.

  Design for your specific application.

SCP SCIENCE is also offering a large selection

of Atomic Absorption Calibration Standards   

Modifiers for Graphite Furnace

Atomic Absorption (GFAA)

Palladium Magnesium 0.3% Pd+0.2% Mg in 1% HNO3 140-003-191 140-003-192 140-003-195NEW

Call for more information
or to request a quotation!!

Have you seen
the DigiPREP?

Advanced Options

 -actual sample based 
  temperature control
 -PC monitoring & control
  of single or multiple units

A new generation of 

Digestion Systems for

EPA and non-EPA 

Applications

 -high capacity 48-tube
  digestion system
 -ambient to 95˚c within 
  35 minutes
 -acid resistant
  CE/CSA/UL Approved 

MK-MKG001-GMOD-1.0-E

Canada / International

Tel.: (800) 361-6820 / (514) 457-0701 

Fax: (800) 253-5549 / (514) 457-4499
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